
MWD/LWD
 Литиевая  батарея

МОДЕЛЬ: CC-MR-165(25mm)	 PN:	25-102-M165(25mm)

• 3,6 В, типоразмер CC  
литий-тионилхлоридный  
(Li-SOCl2) элемент с галлиевым 
электролитом

• Совместимость с приложениями  
средней производительности

• Высокая емкость
• Высочайшая устойчивость к ударам 

и вибрации
• Рабочая температура +165 °C

Характеристики

Ключевые	особенности
• Корпус выполнен  из нержавеющей стали 304L 
• Конструкция не имеет выпуклостей
• Герметичные уплотнения между стеклянными и металлическими узлами, сконструи рованные 

для безотказной работы и гарантирующие невозможность утечек
• Встроенный параллельный диод
• Уменьшенная площадь поверхности электрода, позволяющая совместить высокую 

производительность и низкий саморазряд

Преимущества
• Элемент - признанный лидер по емкости в отрасли среди источников с конструкцией без 

выпуклостей
• Совмещает возможность использования в приложениях как с высоким непрерывным током, 

так и с импульсной нагрузкой
• Электролит на основе галлия, обеспечивающий отличный старт и минимальную пассивацию
• Автоматическая сборка обеспечивает тождественность  характеристик всех элементов серии
• Конструкция элемента устойчива к экстремальным ударным и вибрационным нагрузкам для 

обеспечения бесперебойной работы в тяжелых условиях бурения
• Конкурентоспособная цена

Техническая	поддержка
• Мы гарантируем нашу полную поддержку и предоставим вам сервис, который 

вы заслуживаете
• Анализ приложений
• Отчеты о тестировании и испытаниях
• Анализ полевых проблем и отчетов
• Техническая поддержка пользовательских приложений

Сертификаты	на	загрязнение	и	разрешения	на	транспортировку
• Сертификат UN / DOT: класс 9 (транспорт, литиевые металлические батареи UN3090)
• Испытания на удар: данные по запросу
• Испытания на вибрацию: данные по запросу
• По запросу доступен полный отчет

Характеристики	элемента
Номинальная емкость  11-13 Ач 
+20... +165 °С. 

Напряжение разомкнутой цепи  3,65 В 
При +20 °С.

Напряжение замкнутой цепи (номинальное)  3,2 В (при 80 мА) 
Стабильное НЗЦ при+25 °C.  НЗЦ элемента будет незначительно 

 уменьшаться при разряде из-за естественного  увеличения внутреннего сопротивления.

Номинальный ток длительного  150 мА (макс. емкость) 
(непрерывного) разряда 225 мА (мин. емкость)

Условия хранения +30 °C (макс.)

Максимальный рабочий диапазон температур  от –40 °C до +165 °C 
Примечание: максимальная емкость достигается при температуре +25 °C и выше.  
При температуре ниже +25 °C снижаются производительность (токоотдача) и емкость элемента. 

Параллельный диод  1,0 A  

Физические	характеристики
Диаметр  24,75 мм

Высота  102,1 мм

Вес  115 г

Содержание металлического  лития  4,0 г

Эксклюзивный	представитель	
VitzRoCell	Co.,ltd.	в	России:
ООО «Антарес»,   
ул. Коммуны, 16, литер А, офис 33
г. Санкт-Петербург, 195298
Российская Федерация
тел.: +7 (812) 646-54-88 
office@vitzrocell.ru
http://vitzrocell.ru

ISO 9001 : 2008
ISO 14001 : 2004
MSDS, RoHS, UN

External Dimensions

VITZROCELL USA, Inc.

VITZROCELL Co., Ltd.

Oil&Gas 
−MWD/LWD
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MWD/LWD 

Литиевая  батарея

Хранение
• Хранить элементы в прохладном (<30 ° C) и сухом месте

Предупреждение
• Опасность возгорания, взрыва и ожогов
• Содержимое этого герметически закрытого элемента является реакционноспособным по 

отношению к воде и при воздействии воды вырабатывает легковоспламеняющиеся и токсичные 
газы

• Не заряжать, не подвергать воздействию огня, не замыкать накоротко, не разбирать, не сжигать, 
не допускать разрушения конструкции, раздавливания! Не подвергать элемент воздействию 
температур, превышающих максимальную рабочую температуру +165 °C

Примечания
• Вся информация носит справочный характер, не гарантирует будующих показателей и может 

быть изменена. Характеристики также зависят от фактических условий использования.

31.9 ± 0.1 мм

127.0 мм
макс. высота

Эксклюзивный	представитель	
VitzRoCell	Co.,ltd.	в	России:
ООО «Антарес»,   
ул. Коммуны, 16, литер А, офис 33
г. Санкт-Петербург, 195298
Российская Федерация
тел.: +7 (812) 646-54-88 
office@vitzrocell.ru
http://vitzrocell.ru

VitzRoCell	Co.,	ltd.	
Head	offiCe	&	faCtoRy
256-41, Dugok-li, Shinam-myon, Yesan-gun,
Chungcheongnam-do 340-860, Korea
Tel : +82-41-332-8642
Fax : +82-41-332-8646
Seoul Office
VITZROCELL Bldg, 27-16, Gunja-dong,
Gwangjin-gu, Seoul 143-837, Korea
Tel : +82-2-2024-3252
Fax : +82-2-499-2756
Email : sales@vitzrocell.com
Web : www.vitzrocell.com
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VITZROCELL USA, Inc.
USA Sales & Warehouse
10804 Fallstone, Suite 200,
Houston, TX 77099, USA 
Office : 1 832 850 7095 
Email : arose@vitzrocellusa.com 
Web : www.vitzrocellusa.com

Canada Sales
Email : jlundquist@vitzrocellusa.com 
Web : www.vitzrocellusa.com

VITZROCELL Co., Ltd.
Head Office & Factory
Chusa-ro 235-35 Sinam-myun, Yesan-gun,
Chungcheongnam-do, South Korea
(Zip code : 32417)
Tel : +82-41-332-8642
Fax : +82-41-332-8646
Seoul Office
VITZROCELL B/D 25Gil-10 Neungdong-ro,
Gwangjin-Gu, Seoul (Zip code : 04998)
Tel : +82-2-2024-3252
Fax : +82-2-499-2756
Email : overseas@vitzrocell.com
Web : www.vitzrocell.com

Oil&Gas 
−MWD/LWD

External Dimensions

Benefits
 ·Industry leading capacity in Non-Bulge Design 
 ·Moderate Rate Capability for constant current and pulse applications
 ·Gallium based electrolyte providing excellent start up and minimal passivation 
 ·Automated assembly for uniform performance 
 ·Extreme shock and vibration resistant design, trouble free operations under severe drilling conditions 

Technical Support
 ·We pledge our full support to provide you with the service you deserve 
 ·Application Analysis 
 ·Testing and Test Reports 
 ·Analysis of field problems and reports
 ·Engineering support for custom applications

Abuse and Transport Certifications
 ·UN/DOT Certified : Class 9 Transport, UN3090 Lithium Metal Batteries 
 ·Shock Testing : To be determined 

 ·Vibration Testing : To be determined

Cell Characteristics
Nominal Capacity
20°C ~ 165°C

7Ah ~ 8Ah

Open Circuit Voltage
At 20°C

3.65V

Nominal Closed Circuit Voltage 3.2V(at 64mA)

Based on stable CCV produced at 25°C. The CCV of a cell will decay slightly over discharge due to the normal increase in internal impedance.

Constant Current Discharge 120mA 
200mA(reduced capacity)

Storage Conditions 30°C (86°F) Max

Operational Temperature Range -40°C to 165°C

Note full capacity is obtained at temperatures of 25°C and above. Below 25°C both the rate capability and the capacity of the cell are reduced.

Parallel Diode 1.0A

ISO 9001 : 2008
ISO 14001 : 2004
MSDS, RoHS, UN

Characteristics
 ·  3.6V CC-Size Lithium Thionyl  
Chloride Cell(Li-SOCl2)  
Gallium Electrolyte

 · Moderate Rate Capability 
 · High Capacity 
 ·  Extreme Shock and Vibration 
Resistance 

 ·  165°C Maximum Operational 
Temperature

Physical Characteristics
Diameter 20.85mm(0.82 in) 

Height 102.1mm(4.02 in)

Weight 80g  

 Lithium Metal Content 2.8g

Packing Information
Packing Qty per C/T  100 

Net Weight per C/T(Kg)   8.0 

Gross Weight per C/T(Kg)   9.1

C/T Size 427mm×302mm×210mm

Capacity vs. Temperature

Discharge Temperature vs. Nominal Capacity 
16Ω(CC-MR 21) Discharge 0°C to 165°C

Storage
 ·Store cells in a cool(<30°C) and dry location

Warning
 ·Fire, explosion, and burn hazard 
 · Contents of this hermetically sealed cell are water reactive and will produce flammable and toxic 
gases if exposed to water 
 ·Do not recharge, expose to flame, short circuit, crush, disassemble, or incinerate 
 ·Do not expose cell to temperatures in excess of the maximum operating temperature, 165°C

Note
 · Any information given here is for reference only.   
Information is also dependent on actual conditions and does not guaranty future performance. And 
subject to change.
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МОДЕЛЬ: СС-MR-165(25mm)	 PN:	25-102-M165(25mm)

Зависимость	емкости	от	температуры

Изменениe	напряжения	при	разряде

18 19

External Dimensions

VITZROCELL USA, Inc.
USA Sales & Warehouse
10804 Fallstone, Suite 200,
Houston, TX 77099, USA 
Office : 1 832 850 7095 
Email : arose@vitzrocellusa.com 
Web : www.vitzrocellusa.com

Canada Sales
Email : jlundquist@vitzrocellusa.com 
Web : www.vitzrocellusa.com

VITZROCELL Co., Ltd.
Head Office & Factory
Chusa-ro 235-35 Sinam-myun, Yesan-gun,
Chungcheongnam-do, South Korea
(Zip code : 32417)
Tel : +82-41-332-8642
Fax : +82-41-332-8646
Seoul Office
VITZROCELL B/D 25Gil-10 Neungdong-ro,
Gwangjin-Gu, Seoul (Zip code : 04998)
Tel : +82-2-2024-3252
Fax : +82-2-499-2756
Email : overseas@vitzrocell.com
Web : www.vitzrocell.com

MODEL : CC-MR 165(25mm)  PN : 25-102-M165(25mm)

Oil&Gas 
−MWD/LWD

ISO 9001 : 2008
ISO 14001 : 2004
MSDS, RoHS, UN

Characteristics
 ·  3.6V CC-Size Lithium Thionyl  
Chloride Cell(Li-SOCl2)  
Gallium Electrolyte

 · Moderate Rate Capability 
 · High Capacity 
 ·  Extreme Shock and Vibration 
Resistance 

 ·  165°C Maximum Operational 
Temperature

Key Features
 ·304L stainless steel structure 
 ·Non-bulge design 
 ·Hermetic glass-to-metal seal engineered for leak free operation 
 ·Interal parallel diode 
 ·Reduced Electrode Surface Area, high rate capability & lower self-discharge

Benefits
 ·Industry leading capacity in Non-Bulge Design 
 ·Moderate Rate Capability for constant current and pulse applications
 ·Gallium based electrolyte providing excellent start up and minimal passivation 
 ·Automated assembly for uniform performance 
 ·Extreme shock and vibration resistant design, trouble free operations under severe drilling conditions 

Technical Support
 ·We pledge our full support to provide you with the service you deserve 
 ·Application Analysis 
 ·Testing and Test Reports 
 ·Analysis of field problems and reports
 ·Engineering support for custom applications

Abuse and Transport Certifications
 ·UN/DOT Certified : Class 9 Transport, UN3090 Lithium Metal Batteries 
 ·Shock Testing : To be determined 

 ·Vibration Testing : To be determined

Cell Characteristics
Nominal Capacity
20°C ~ 165°C

11Ah ~ 13Ah

Open Circuit Voltage
At 20°C

3.65V

Nominal Closed Circuit Voltage 3.2V(at 80mA)

Based on stable CCV produced at 25°C. The CCV of a cell will decay slightly over discharge due to the normal increase in internal impedance.

Constant Current Discharge 150mA 
225mA(reduced capacity)

Storage Conditions 30°C (86°F) Max

Operational Temperature Range -40°C to 165°C

Note full capacity is obtained at temperatures of 25°C and above. Below 25°C both the rate capability and the capacity of the cell are reduced.

Parallel Diode 1.0A

Physical Characteristics
Diameter  24.75mm(0.97 in)

Height 102.1mm(4.02 in)

Weight 115g 

 Lithium Metal Content 4.0g

Packing Information
Packing Qty per C/T  80

Net Weight per C/T(Kg)  9.2  

Gross Weight per C/T(Kg)  10.3

C/T Size 427mm×302mm×210mm

Capacity vs. Temperature

Discharge Temperature vs. Nominal Capacity 
14Ω(CC-MR 25) Discharge 0°C to 165°C

Storage
 ·Store cells in a cool(<30°C) and dry location

Warning
 ·Fire, explosion, and burn hazard 
 · Contents of this hermetically sealed cell are water reactive and will produce flammable and toxic 
gases if exposed to water 
 ·Do not recharge, expose to flame, short circuit, crush, disassemble, or incinerate 
 ·Do not expose cell to temperatures in excess of the maximum operating temperature, 165°C

Note
 · Any information given here is for reference only.   
Information is also dependent on actual conditions and does not guaranty future performance. And 
subject to change.
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Температура (°С)

Время (ч)

Влияние температуры разряда на номинальную емкость  
нагрузка 14 Ом

Изменение напряжения при рязряде до отсечки  
температура 165 °С
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External Dimensions

VITZROCELL USA, Inc.
USA Sales & Warehouse
10804 Fallstone, Suite 200,
Houston, TX 77099, USA 
Office : 1 832 850 7095 
Email : arose@vitzrocellusa.com 
Web : www.vitzrocellusa.com

Canada Sales
Email : jlundquist@vitzrocellusa.com 
Web : www.vitzrocellusa.com

VITZROCELL Co., Ltd.
Head Office & Factory
Chusa-ro 235-35 Sinam-myun, Yesan-gun,
Chungcheongnam-do, South Korea
(Zip code : 32417)
Tel : +82-41-332-8642
Fax : +82-41-332-8646
Seoul Office
VITZROCELL B/D 25Gil-10 Neungdong-ro,
Gwangjin-Gu, Seoul (Zip code : 04998)
Tel : +82-2-2024-3252
Fax : +82-2-499-2756
Email : overseas@vitzrocell.com
Web : www.vitzrocell.com

MODEL : CC-MR 165(25mm)  PN : 25-102-M165(25mm)

Oil&Gas 
−MWD/LWD

ISO 9001 : 2008
ISO 14001 : 2004
MSDS, RoHS, UN

Characteristics
 ·  3.6V CC-Size Lithium Thionyl  
Chloride Cell(Li-SOCl2)  
Gallium Electrolyte

 · Moderate Rate Capability 
 · High Capacity 
 ·  Extreme Shock and Vibration 
Resistance 

 ·  165°C Maximum Operational 
Temperature

Key Features
 ·304L stainless steel structure 
 ·Non-bulge design 
 ·Hermetic glass-to-metal seal engineered for leak free operation 
 ·Interal parallel diode 
 ·Reduced Electrode Surface Area, high rate capability & lower self-discharge

Benefits
 ·Industry leading capacity in Non-Bulge Design 
 ·Moderate Rate Capability for constant current and pulse applications
 ·Gallium based electrolyte providing excellent start up and minimal passivation 
 ·Automated assembly for uniform performance 
 ·Extreme shock and vibration resistant design, trouble free operations under severe drilling conditions 

Technical Support
 ·We pledge our full support to provide you with the service you deserve 
 ·Application Analysis 
 ·Testing and Test Reports 
 ·Analysis of field problems and reports
 ·Engineering support for custom applications

Abuse and Transport Certifications
 ·UN/DOT Certified : Class 9 Transport, UN3090 Lithium Metal Batteries 
 ·Shock Testing : To be determined 

 ·Vibration Testing : To be determined

Cell Characteristics
Nominal Capacity
20°C ~ 165°C

11Ah ~ 13Ah

Open Circuit Voltage
At 20°C

3.65V

Nominal Closed Circuit Voltage 3.2V(at 80mA)

Based on stable CCV produced at 25°C. The CCV of a cell will decay slightly over discharge due to the normal increase in internal impedance.

Constant Current Discharge 150mA 
225mA(reduced capacity)

Storage Conditions 30°C (86°F) Max

Operational Temperature Range -40°C to 165°C

Note full capacity is obtained at temperatures of 25°C and above. Below 25°C both the rate capability and the capacity of the cell are reduced.

Parallel Diode 1.0A

Physical Characteristics
Diameter  24.75mm(0.97 in)

Height 102.1mm(4.02 in)

Weight 115g 

 Lithium Metal Content 4.0g

Packing Information
Packing Qty per C/T  80

Net Weight per C/T(Kg)  9.2  

Gross Weight per C/T(Kg)  10.3

C/T Size 427mm×302mm×210mm

Capacity vs. Temperature

Discharge Temperature vs. Nominal Capacity 
14Ω(CC-MR 25) Discharge 0°C to 165°C

Storage
 ·Store cells in a cool(<30°C) and dry location

Warning
 ·Fire, explosion, and burn hazard 
 · Contents of this hermetically sealed cell are water reactive and will produce flammable and toxic 
gases if exposed to water 
 ·Do not recharge, expose to flame, short circuit, crush, disassemble, or incinerate 
 ·Do not expose cell to temperatures in excess of the maximum operating temperature, 165°C

Note
 · Any information given here is for reference only.   
Information is also dependent on actual conditions and does not guaranty future performance. And 
subject to change.
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24,75 ± 0,1 мм

102,1 ± 0,5 мм
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